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Maximum ratings and electrical characteristics (TJ = 25°C unless otherwise noted) 

Schottky Barrier Rectifier 
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Features

• Low forward voltage
• High current capability
• High forward surge capability
• Low power losses，High efficiency
• Guarding for over voltage protection 

Applications

• DC/DC Converters
• AC/DC Adaptors
• Switching Power Supplies

Parameter Symbols Units

Maximum Repetitive Peak Reverse Voltage VRRM 150 V

Working Peak Reverse Voltage VRWM V

Maximum DC Blocking Voltage VDC 150 V

Maximum Average Forward 
Rectified Current I(AV)

20
A

Peak Forward Surge Current 8.3 ms Single 
Half Sine Wave Superimposed on Rated 
Load (JEDEC Method)

IFSM 450 A

0.59

Maximum Reverse Current at 
VR=45V

IR
5

3

μA

Operating and Storage Temperature Range Tj, Tstg -40 ~ +150 °C

Typical thermal resistance (Note 1) RthJC 2 °C/W

Note1: Thermal resistance from Junction to case per leg mounted on heatsink.

MBR40150CT

total 40

0.69

per diode 

150

VF V
Instantaneous forward 
voltage per diode

IF=5A

IF=5A

IF=20A

TJ=25°C

IF=20A

TJ=125°C

TJ=25°C

TJ=125°C

Max.Typ.

TJ=25°C

TJ=125°C

-

0.71

0.83 0.88

-

-

mA

10

-
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TA=25℃

TA=125℃

RATINGS AND CHARACTERISTICS CURVES (TA = 25 °C unless otherwise noted) 
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PACKAGE OUTLINE DIMENSIONS

0.024 (0.60)
0.018 (0.45)

0.138 (3.50)

1.29 (3.28)
1.21 (3.08)

0.100
(2.54) Typ. 0.200 (5.08) Typ.

0.058 (1.47) Max.

0.024 (0.60)
0.039 (1.00)

0.108 (2.74)

0.092 (2.34)

0.117 (2.96)
0.101 (2.56)

0.633 (16.07)
0.579 (14.67)0.630 (16.00)

0.614 (15.60)

Dia.

0.338 (8.62)
0.304 (7.72)

0.396 (10.05)
0.372 (9.45)

1 2 3
PIN

0.392 (9.96)

ITO-220AB

0.270 (6.88)
0.230 (5.88)

0.264 (6.70)
0.248 (6.50)

0.193 (4.90)

0.177 (4.50)
0.408 (10.36)

TO-220AB

0.113 (2.87)
0.103 (2.62)

0.415 (10.54) MAX.

0.635 (16.13)
0.625 (15.87)

PIN

0.160 (4.06)
0.140 (3.56)

0.057 (1.45)
0.045 (1.14)

0.105 (2.67)
0.095 (2.41)

0.104 (2.65)
0.096 (2.45) 0.205 (5.20)

0.195 (4.95)

0.035 (0.90)
0.028 (0.70)

0.154 (3.91)
0.148 (3.74)

1 32

0.185 (4.70)
0.175 (4.40)

0.055 (1.39)
0.045 (1.14)

0.145 (3.68)
0.135 (3.43)

0.350 (9.18)
0.330 (8.38)

1.148 (29.16)
1.118 (28.40)

0.560 (14.22)

0.530 (13.16)

0.022 (0.56)
0.014 (0.36)

0.110 (2.79)
0.100 (2.54)

0.603 (15.42)
0.573 (14.55)
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Marking Information
①W : Company's trademark
②Product model : MBR40150CT or MBR40150CTF
③PDC information：

Y  X WW 

WW:Week code(01 to 53) 

X:Internal identification code 

Y:Year code(ex:0=2020)
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多边形线条

lifeng
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